Part Numbers

Diameter, Thread, & Recommended

Length Under Head Torque

Series Bolt
1000/1100 5-73-414
1350/1410/1550 | 5-73-2216
1550 5-73-1125
1280/1310 6-73-316
SPL90/1610 6-73-1219
1710 6-73-220
SPL90/1610 6-73-325
1710 6-73-1227
1350/1410 7-73-219
1810 7-73-122
1350/1410 7-73-126
1760/1810 7-73-228
1480/1550 8-73-122
1650 8-73-123
1480/1550 8-73-228
1880/1910 10-73-131
1950 12-73-140

Washer Nut
500357-10 | 231421-2
500357-11 | 231 421-—3
500357-12 | 231421-4
500357-13 | 231421-5
(Bearing Race Cap)
500357-13 | 231421-5
500358-15 | 231421-7
500358-17 | 231421-8

312" - 24 x 0.875”
- 24 x 1.000”
- 24 x 1.562"

375" - 24 x 1.000”
-24x1.188”
- 24 x 1.250"
- 24 x 1.562"
- 24 x 1.688”

438" - 20 x 1.188”

<200 1.875"

=20 6267
= 20 % 1.750°

H00" - 20 X 1.375"
- 20 x 1.438"
- 20 x 1.750”

625" - 18 X 1.938”
750" =116 x.2.500"

22-26 L b Ft.

({4

13

40-48 Lb. Ft.

194-232 Lb. Ft.
341-409 Lb. Ft.

Flange bolts are Special, Heat Treated, Grade 8 Bolts.

Do not substitute inferior grade bolts.




